TMC 500 / TMC 700

CNC DIK ISLEME MERKEZLERI
CNC VERTICAL MACHINING CENTERS

- YUKSEK HASSASIVET (TEKRARLAMA 241 /TAM STROK, - HIGH ACCURACY (REPEATABILITY 2u/FULL STROK,
POZISYONLAMA 5p /TAM STROK) POSITIONING 5u/FULL STROK)

- YUKSEK RIJIDITE - HIGH RIGIDITY

- YUKSEK HIZ( 30 m/dak.) - HIGH SPEED (30 m/min)

- SERI KILAVUZ CEKME (ADAPTORSUZ 40 delik/dak., - RAPID TAPPING ( 40 hole/min., HSS, M4,
HSS, M4, 1040) SAE 1040 WITHOUT ADAPTER )

- YUKSEK DELIK DELME GUCU ( 40 mm, HSS, 1040 ) - HIGH MILLING POWER ( 40 mm, HSS, SAE 1040 )

- YUKSEK KESME GUCU (140 cm3/dak. 1040 ) - HIGH CUTTING POWER ( 1403 cm/dak. SAE 1040 )

- PROGRAMLAMA VE TEZGAH KULLANIMI IGIN UCRETSIZ EGITIM - FREE TRAINING PROGRAMING AND OPERATING MACHINE

- SERVIS VE YEDEK PARCA GUVENCESI - GUARANTEE OF SERVICE AND SPARE PARTS



TECHNICAL SPECIFICATIONS TEKNIK OZELLIKLER TMC 500 V/1 TMC 700V
MOVEMENTS HAREKETLER
X/Y/Z AXIS TRAVEL X/Y/Z EKSEN HAREKETLERI 500/410/400 mm 70074507550 mm
SPINDLE NOSE TO TABLE S MILI BURNU TABLA ARASI MESAFE 100-500 mm 100-650 mm
SPINDLE CENTER TO COLUMN SURFACE IS MILI EKSENINDEN SUTUNA OLAN MESAFE 265mm 90 mm
TABLE TABLA
TABLE OVERALL SIZE TABLA EBADI 750x400 mm 1020x510mm
WORKING AREA CALISMA ALAND 650x400 mm 500x450 mm
MAX. LOADING WEIGHT TABLA YOKU 200 kg 750 kg
T.SLOTS (WIDTH x NO x PITCH) T-KANALI GENISLIK X ADET X ARALIK 18x3x100 mm T6x4x100 mm
DISTANCE (FLOOR TO TABLE SURFACE) _TABLA YUZEYININ YERDEN YUKSEKLIGI 850mm 900mm
SPINDLE 1S MILI - ;
SPINDLE SPEED DEVIR ARALIGI 80-8000 rpm (dev/dak,) 80-8000 rpm (devJ/dak.) DONER VE ILAVE TABLA
SPINDLE TAPER IS MILI KONIGI 1O 40 150 40 ROTARY AND ADDITIONAL TABLE
MAX. SPINDLE TORQUE MAX.TORK 7.2 kgm 7.2 kgm
LUBRICATION SYSTEM YAGLAMA SISTEMI GRES(SONSUZ OMUR) GRES(SONSUZ OMUR)
GREASE (FOR LIFE) GREASE (FOR LIFE)
FEEDRATE ILERLEMELER

RAPID TRAVERSE X.Y,Z

HIZLI ILERLEME X.Y.Z

30 m/min. (m/dak.)

30 m/min. (m/dak.)

CUTTING FEEDRATE

KESME ILERLEMESI

1-10.000 mm/min (mm/dak.)

1-10.000 mm/min (mm/dak.)

MANUAL FEEDRATE

ELLE [LERLEME

1-1260 mm/min (mm/dak.)

1-1260 mm/min (mm/dak.)

BALL SCREWS (X.Y.Z) (C3)

BILYALI MILLER X.Y.Z (C3)

40x10

940x10

AUTOMATIC TOOL CHANGER

TAKIM MAGAZIN

TYPE TIPI TAMBUR(DRUM) TAMBUR(DRUM)

CAPACITY KAPASITESI 16 16

TOOL SELECTION-TOOL HOLDERS TAKIM UCU TIPI VE SECME YONTEMI MAS BT40, Random,Bi-Directional _MAS BT40, Random, Bi-Directional
TOOL DIAMETER/LENGHT/WEIGHT MAX.TAKIM CAPI/BOYU/AGIRLIGI (MAS BT40, CIFT YONLU, SIRASIZ) _(MAS BT40, CIFT YONLU, SIRASIZ)

80 mm/250mm/7kg

80 mm/250/7kg

ATC TIME, TOOL TO TOOL

TAKIM DEGISTIRME ZAMANI (TAKIMDAN TAKIMA) _3 SEC (Saniye)

ATC TIME, CHIP TO CHIP

TAKIM DEGISTIRME ZAMANI (TALASTAN TALASA)

3 SEC (Saniye)

6 SEC (Saniye)

6 SEC (Saniye)

MOTOR

MOTOR

SPINDLE MOTOR (SIEMENS-FANUC)

IS MILI MOTORU (SIEMENS(S1/S2)-FANUC(S1/S2))

6,25/7, T5KW - 7.5/9KW

6.25/7,7T5KW - 7.5/9kW

X & Y AXIS MOTOR (SIEMENS-FANUC) _ X&Y EKSEN MOTORU (SIEMENS-FANUC) 1.4KW 1.4KW

Z AXIS MOTOR (SIEMENS-FANUC) Z EKSEN MOTORU (SIEMENS-FANUC) 3.3 KW 3.3 KW
COOLANT PUMP SOGUTMA POMPASI 0.63kW 0.63KW

ATC MOTOR ATC MOTORU 40 watt, 110V 40 watt. 110V
LUBRICATION MOTOR YAGLAMA MOTORU 4 watt, 220V 4 watt, 220V
ELECTRICTY AND AIR CONSUMPTION __ELEKTRIK VE HAVA [HTIYACI

ELECTRICITY NEEDED ELEKTRIK HTIYACI 15KW 15KW

AIR NEEDED HAVA [HTIYACI 6 ati 6atil

COOLING SOGUTMA DONANIMI

TANK CAPACITY TANK KAPASITEST 120 L 155 L

PUMP CAPACITY POMPA KAPASITESI (LT/MIN-2M) (LT/DAK.-2M) 60 60

WEIGHT & FLOOR SPACE AGIRLIK VE BOYUTLAR

WEIGHT AGIRLIK 3000 kg 3500kg
FLOOR SPACE CALISMA ALANI 2900x3400 mm 31 50x3570 mm
PACKING DIMENSIONS (OVERSEAS) AMBALAJLAMA OLCULERI (DENIZ ASIRI) (BXExY) __ 2950x2250x2880 mm 2950x2250x2880 mm

STANDARD ACCESSORIES / STANDART AKSESUARLAR

-COOLANT EQUIPMENT / SOGUTMA DONANIMI

-LUBRICATION EQUIPMENT / YAGLAMA DONANIMI

-LIHGTING SYSTEM / AYDINLATMA DONANIMI

-OPERATOR CALLING LAMP / OPERATOR CAGIRMA LAMBASI
-TELESCOPIC SLIDEWAYS / TELESKOPIK KAPAKLAR

-FULL ENCLOSED MACHINE CABINET / KOMPLE KAPALI KAPORTA
-AUTOMATIC TOOL CHANGER(16 TOOL POT) / OTOMATIK TAKIM DEGISTIRICI (16)
-RAPID TAPPING / ADAPTORSUZ SERI KILAVUZ CEKME

-CHIP PAN / TALAS TEKNESI

-TOOLS AND TOOL BOX / TAKIM VE AVADANLIKLAR
-OPERATION AND MAINTENANCE MANUAL / TEZGAH BAKIM VE KULLANMA KITABI
-MACRO PROGRAMMING / MAKRO PROGRAMLAMA
-GRAPHIC DISPLAY / GRAFIK EKRAN

-METRIC-INCH TRAVERSE / METRIK - INC DONUSUMU
-LOADMETER-SPEEDMETER / YUK METRE-HIZ METRE
-RS-232 C FOR DNC AND CAD-CAM CONNECTION / DNC VE CAD-CAM ICIN RS-232 C

OPTIONAL ACCESSORIES / OZEL AKSESUARLAR (*)

-ADDITIONAL TABLE / ILAVE TABLA

-FOURTH AXIS AND ROTARY TABLE / DORDUNCU EKSEN VE DONER TABLA

-TOOL ADJUSTMENT DEVICE / TAKIM AYARLAMA CIHAZI
-CHIP CONVEYOR / TALAS KONVEYORU

VERSION / VERSIYON (**)

-AUTOMATIC TOOL CHANGER (24 TOOL-FOR ONLY TMC 700 SIEMENS)
-OTOMATIK TAKIM DEGISTIRICI (24 TAKIM-SADECE TMC 700 SIEMENS ICiN)
-AUTOMATIC TOOL CHANGER (20 TOOL-FOR ONLY TMC 700 FANUC)

-OTOMATIK TAKIM DEGISTIRICI (20 TAKIM-SADECE TMC 700 FANUC ICIN

(*) Opsiyon : Misteride adapte edilebilen aksesuar / Option : Accessory to be adapted on customer site
(**) Versiyon : Sadece Fabrikamizda adapte edilebilen aksesuar / Version : Accessory to be adapted only at our factory

OTOMATIK TAKIM DEGISTIRICI (ATC)

24 TAKIM (1,6/ 1,3 sn.)
AUTOMATIC TOOL CHANGER (ATC)
24 TOOL (1,6 /1,3 sec.)

OTOMATIK TAKIM DEGISTIRICI (ATC)
20 TAKIM (6 / 10 sn.)
AUTOMATIC TOOL CHANGER (ATC)
20 TOOL (67 10 sec.)



